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LED 8W P> 3% 50W
LED 12W P 3% 70W
LED 18W P> 39¢ 110W
LED 24W B 366 140W
LED 32W P> 39 180W

DAISY NAL-R 8W NW

SVITIDLO LED SMD
téleso svitidla: ocelovy

difuzor svitidla: PMMA
interiérové svitidlo
pripraveno pro

smyckovani (mimo 8W,

DAISY NAL-R 12W NW

DAISY NAL-R 18W NW

DAISY NAL-R 24W NW

DAISY NAL-R 32W NW

GXDS132 GXDS133 GXDS161 GXDS163 GXDS169
N2 N2 <d-> <C>

» oS oE & B R E MBS oo
DAISY NAL-R 8W NW GXDS132 8592660123578 8 600 neutralni bila 4000K >80 255 92 0,45 1/10 218 K¢
DAISY NAL-R 12WNW  GXDS133 8592660123585 12 900 neutralni bila 4000K >80 282 92 0,48 1/10 328 K¢
DAISY NAL-R 18WNW  GXDS161 8592660120133 18 1300 neutralni bila 4000K >80 330 100 0,63 1/10 438 K¢
DAISY NAL-R 24WNW  GXDS163 8592660120157 24 1800 neutralni bila 4000K >80 375 106 085 1/5 504 K&
DAISY NAL-R32WNW  GXDS169 8592660125190 32 2400 neutralni bila 4000K >80 I 106 085 1/5 614 Ke




