TECHNICKA SVITIDLA

TRUST LED PS

PRACHOTESNE SVITIDLO LED T8

téleso svitidla: high impact polystyrene (HIPS)

difuzor: polystyren (PS)

pro jednostranné napéjené LED T8 (nejsou souéasti baleni)
nahrada za T8 zarivkova svitidla

pFipraveno pro zdroje GREENLUX LED T8 / DAISY LED T8
vice nez 2-krat nizsi spotfeba elektrické energie
transparentni difuzor s minimalnim Gtlumem svétla
odolné ve velkém rozsahu provoznich teplot
prachotésné a vodéodolné

LED T8 trubice nejsou soucasti baleni
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TRUST LED PS 1xT8/60CM GXWP500 8592660124278 1x 8-10
TRUST LED PS 1xT8/120CM GXWP501 8592660124285 1x 16-22
TRUST LED PS 1xT8/150CM GXWP502 8592660124292 1x 20-25

TRUST LED PS 2xT8/60CM GXWP503 8592660124308 2x 8-10
TRUST LED PS 2xT8/120CM GXWP504 8592660124315 2x16-22
TRUST LED PS 2xT8/150CM GXWP505 8592660124322 2x 20-25

DUST LED PS

« PRACHOTESNE SVITIDLO LED T8
« téleso svitidla: akrylonitril-butadien-styren (ABS)
» moznost dodateéného priib&zného zapojeni

n y %
DUST LED PS 1 x T8/60cm GXWP206 8592660113500 1x 8-10
DUST LED PS 1 x T8/120cm GXWP207 8592660113517 1x16-22
DUST LED PS 1 x T8/150cm GXWP208 8592660113524 1x 20-25
DUST LED PS 2 x T8/60cm GXWP209 8592660113531 2x 8-10
DUST LED PS 2 x T8/120cm GXWP210 8592660113548 2x16-22
DUST LED PS 2 x T8/150cm GXWP211 8592660113555 2x 20-25

COMPATIBLE P65
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* Fotometrické data pri pouZiti zdroje Greenlux LED T8
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660 70 68 0,43 1/10
1260 70 68 0,75 1/10
1560 70 68 0,98 1/10
660 103 68 0,59 1/8
1260 103 68 1,06 1/8
1560 103 68 1,35 1/8

ZONE

COMPATIBLE I P65

* Fotometrické data pfi pouZiti zdroje Greenlux LED T8
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650 70 90 0,65 1/8
1260 70 90 1,15 1/8
1565 70 90 1,35 1/8
650 110 90 0,85 1/6
1260 110 90 1,50 1/6
1565 110 90 1,80 1/6

Prisludenstvi k prachotésnym svitidldm viz strana 160.
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