o SVITIDLO LED HIGH BAY

e téleso svitidla: hlinik

o difuzor: polykarbonat (PC)

e svitidlo se snadnym nastavenim tfi
intenzit osvétlenosti

¢ vysoka svételna Gcinnost - az 152lm/W

¢ moznost prepnuti vykonu uzivatelem
(z vyroby nastaveno na HIGH 150W)

¢ prachotésny a vodéodolny

e kompenzovany jalovy vykon (Pf>0,95)

e montazni zavés: M10

* prepétova ochrana 8kV/4kV

¢ pétileta zaruka na celé svitidlo
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o detail prepinace vykonu 85/120/150W
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o SVITIDLO LED HIGH BAY

e téleso svitidla: hlinik

o difuzor: polykarbonat (PC)

* technologie LED SMD Phillips 3030

o vysoka svételna Gcinnost - 160lm/W

e prachotésny a vodéodolny

¢ kompenzovany jalovy vykon (Pf>0.96)

e montazni zavés: M10

e tFi mozné zplsoby regulace: 0-10V;
potenciometr; PWM

¢ pétileta zaruka na celé svitidlo
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LED TECHNICKA SVITIDLA

SVITIDLO LED HIGH BAY

téleso svitidla: hlinik

difuzor: polykarbonat (PC)

¢ vysoka svételna Gcinnost - 120lm/W
prachotésny a vodéodolny

» kompenzovany jalovy vykon (Pf>0,97)
e montazni zavés: M10

e 3-letd zaruka
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DAISY GOLY 100W 90 NW GXDS200 8592660132648 100 12000 neutralni bila 4000K >80 275 180 1,75
DAISY GOLY 150W 90 NW GXDS201 8592660132655 150 18000 neutralni bila 4000K >80 275 180 2,30
DAISY GOLY 200W 90 NW GXDS202 8592660132662 200 24000 neutralni bila 4000K 280 320 190 2,30

¢ material konzole: ocel
¢ konzole umoznuje naklapéni svitidla +/- 90°
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Mounting console GOLY small GX0S294 8592660145358 Montazni konzole pro prisazeni a polohovani svitidel: GXHB070v2, GXDS200, GXDS201
Mounting console GOLY medium ~ GX0S295 8592660145365 Montazni konzole pro prfisazeni a polohovani svitidel: GXHB071v2, GXDS202
Mounting console GOLY large GX0S296 8592660145372 Montazni konzole pro pFisazeni a polohovani svitidla: GXHB072v2



