SVITIDLO LED SMD

téleso svitidla: polykarbonat (PC)

difuzor svitidla: polykarbonat (PC)

« prachotésné, vodéodolné ~

¢ moznost zmény teploty chromaticnosti \
pomoci prepinace (plati pro CCT verzi) \

« vhodné k nasvétleni venkovnich prostor

« vestavné napéjeni LED CCD |

« v porovnani s klasickou Zarovkou az 80%

snizeni spotfeby elektrické energie

GXPS053, GXPS053v2 GXPS052, GXPS052v2
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DITA OVAL W 12W CCT GXPS053v2 8592660146713 bila 12 1350 ‘egt‘jfj’:“‘étg?g"/ 3000/4000/6200K >80 65 0,26

DITA OVAL B 12W CCT GXPS052v2 8592660146720  ernd 12 1350 ‘estljé’:l‘;tg?lg“/ 3000/4000/6200K >80 65 0,26
DITA CLASSIC OVAL W 14W NW GXPS053 8592660119175 bila 14 1000  neutralni bila 4000K 280 54 0,30
DITA CLASSIC OVAL B 14W NW GXPS052 8592660119168  ¢ernd 14 1000  neutralnibild 4000K 280 54 0,30
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« SVITIDLO LED SMD S CIDLEM POHYBU
« obsahuje regulovatelné cidlo pohybu

/

GXPS043, GXPS043v2 GXPS042, GXPS042v2
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DITA OVAL W 12W PIRCCT GXPS043v2 8592660146683  bila 12 1350 testlj{,’;‘;t[’?ll;“/ 90 10m 10s-5min 10-2000 4000K >80 65 0,28

DITAOVAL B 12W PIR CCT GXPS042v2 8592660146676 &ernd 12 1350 te;‘j{,’:}‘;‘ﬁg"/ 90 10m 10s-5min 10-2000 4000K 280 65 0,28

DITA OVAL W 14W NW GXPS043 8592660117836  bila 14 1000 neutralnibita ~ 90  10m 10s-5min 10-2000 4000K 280 54 0,31

DITA OVAL B 14W NW GXPS042 8592660117829 &ernd 14 1000 neutralnibita ~ 90  10m 10s-5min 10-2000 4000K 280 54 0,31
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